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SERIES 02 AXIOM CLAD VENT CASEMENT

DOORS
an Andersen Company

Lagic Ve

2045 Kerper Blvd., Dubuque, IA 52004-1072

AND SERIES 02 CLAD FIXED CASEMENT

MULLED WINDOW UNITS
"NON-IMPACT"

GENERAL NOTES

This product has been evaluated and is in compliance with the 2007
Florida Building Code (FBC) structural requirements excluding the "High
Velocity Hurricane Zone" (HVHZ).

Product anchors shall be as listed and spaced as shown on details.
Anchor embedment to base material shall be beyond wall dressing or
stucco.

When used in areas requiring wind borne debris protection this product is
required to be protected with an impact resistant covering that complies
with Section 1609.1.2 of the FBC.

For through the frame anchoring in 2x stud framing construction,
anchoring of these units shall be the same as that shown for 2x buck
masonry constfruction.

Site conditions that deviate from the details of this drawing require further
engineering analysis by a licensed engineer or registered architect.
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NOTE:

DESIGN PRESSURE RATING IS THE LESSOR OF INDIVIDUAL UNIT RATING AS LISTED ON
SHEET 2 AND THE LOAD RATING FOR RESPECTIVE MULLION TYPES LISTED ON SHEETS 3, 4
& 5.
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